SVEZA Deck 350 Specifications

achnical specifications

De

ck 350

tandard size*, mm (1) 1220x2440x1200 (4x8x4) I
,.-qndard thickness, mm 18, 21
— surtace type Smooth/smooth (F/F)
Wear resistance 350 Taber test rotations
Edge sealing Special acrylate-based waterborne paint
Base plywood (for filming) SVEZA Exterior Birch Plywood
Formaldehyde emission class El
Density, kg/m? 640-700
Moisture content, % 5-14
Qroduced under STO 00255177-002-2014 "Film-faced birch plywood."* /
Strength specifications
P ' Ve T along the outer layer grain 60
| m - across the outer layer grain 30
along the grain 6000
across the grain 3000 /
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Transport loading capaci
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18 22 1.18 33 1,77 4x8x4 400 |23-24|29-30|60-74 | 75-92
(1250x2500x1250 mm)
2 19 1,19 29 181 ) FimFacedPiywood | 600 | 16 | 30 | 45 | 84
4x8x4 400 | 24 | 29 |60-74{71-88
(1220x2440x1220 mm)
FilmFacedPlywood | 600 | 16 | 29 | 45 | 80/
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The actual loading capacity standards can differ from the
standards, depending on the terms agreed upon with the

*For STO 00255177-002-2014, visit "Certificates" section of www.sveza.com website.
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